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DESCRIPTION AND USES 
 

Krud Kutter® Mold & Mildew Stain Remover is tough on stains 

from mold & mildew without the use of bleach or other harsh 

chemicals.     
 

Krud Kutter Mold & Mildew Stain Remover quickly dissolves 

stains from mold & mildew and leaves behind an invisible 

shield to help protect the surface from future soiling.  
 

Krud Kutter Mold & Mildew Stain Remover is effective on a 

variety of surfaces including tile & grout, tubs, shower doors, 

vinyl curtains, countertops, sinks no wax floors and fiberglass.   
 

PRODUCT 
 

SKU DESCRIPTION  

305471 32 oz. Trigger Sprayer 
 

PRODUCT APPLICATION 
 

Note: Do not mix with any other chemicals. Not 
recommended on varnished surfaces. You may not be able 
to remove stains from mold and mildew embedded in hard 
water deposits, old grout or silicone caulking.   
 

PRODUCT APPLICATION (cont.) 
 

DIRECTIONS  
 

Always test on an inconspicuous area first. Turn nozzle to 
spray position. Spray 6-8” from the surface and allow to sit 5 
minutes. Rinse or wipe clean with a wet cloth or sponge and 
allow the surface to dry. For tough stains, scrubbing or an 
additional application may be required. Re-apply the product 
lightly without scrubbing or rinsing to help protect the 
surface. Repeat every 1-2 months.   
 
FIRST AID: In case of contact with eyes or skin, flush with 
water for at least 15 minutes. If irritation persists, seek 
medical attention. If swallowed, take large amounts of water. 
Do not induce vomiting. Get medical attention.  
 
KEEP OUT OF REACH OF CHILDREN.  
 
 
 
 
 
 

PHYSICAL PROPERTIES  

MOLD & MILDEW STAIN REMOVER    

Composition Proprietary Ingredients in a Water-based Solution  

Weight Per Gallon 8.33 lbs. 

Color  Light Yellow 

pH (Concentrate) 10-11 

VOC % by Weight 0.45%  

Practical Coverage Varies with type and porosity of surface  

Shelf Life NA 

Flash Point >200°F (93°C) 

Caution! 
In case of contact with eyes or skin, flush with water for at least 15 minutes. If irritation 

persists, seek medical attention. If swallowed, take large amounts of water. Do not 

induce vomiting. Get medical attention. KEEP OUT OF REACH OF CHILDREN. 

Safety Information For additional information, see SDS 

 
 
 

 
The technical data and suggestions for use contained herein are correct to the best of our knowledge, and offered in good faith. The 

statements of this literature do not constitute a warranty, express, or implied, as to the performance of these products. As conditions and use 

of our materials are beyond our control, we can guarantee these products only to conform to our standards of quality, and our liability, if any, 

will be limited to replacement of defective materials. All technical information is subject to change without not ice. 

 


